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INSTALLATION MANUAL

Parts Legend

. Mixer handle
. Mixer panel
. Gradienter
. Embedded box
. Washer
. PVC hose
. Hex key

. Shower head
. Shower arm
10. Hex screw
11. Shower arm panel
12. Screw
13. Wall connector
14. Hand shower
15. Shower holder wall connector ——
16. Shower holder
17. Anchor bolt
18. Tapping screw
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Attention:

1.According to the thickness of the tile, calculate the digging depth.

The adjustable space of the box is 15mm.

2.The cutting feed should not be too deep to avoid scratching

the internal parts and affecting the appearance.

The tile surface should not be
higher than the dividing line.

deepest
mounting surface

adjustable range

Suggested installation
height: 2200mm

shallowest mounting

Suggested installation
height: 1500mm
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clean up a flat underside :> |:>
According to the thickness of the tile, Wrap an appropriate amount of Select the fixed point of the box,
calculate the digging depth,then dig the Teflon tape around the water pipe drill 4 pieces 6 holes and fix the
embedded depth according to the actual and connect it with the embedded box. box, adjust the horizontal position.
situation.
2 A Pay attention to the cuttingdepth
A of the knife! S
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Use a test tool to check for After checking, fill with cement. Attach tile cut the extra parts. Sealed with glass cement to prevent
leakage at each connection. Pay attention to the cuttingdepth moisture, then install the decorative
of the knife! panel and hand wheel.
The installation is complete.
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Loosen the hex screw and Using cross screwdriver to fix  Apply thread sealing tape on the connector.  Place the shower arm over the
remove the conncetor from the shower arm_and panel Screw the connector into existing mounted conncetor.
shower arm. from the back side. concealed water supply. Using the hex key to secure the
shower arm. Installation completed.
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Removed the conncetor from the shower holder and wrap with sealing tape,
then screw it into the pre embedded interface with hex key.

Push the shower holder into the connector, lock the two inner hex screws at the bottom.

Install the shower head and hand shower
to complete the installation.
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WARRANTY OF THE PRODUCT

Proven manufacturing defect will be repaired or if required replaced during the 3
years warranty period.

WARRANTY DOES NOT COVER

« Problem arising due to insufficient or excessive water pressure (Recommended
water pressure is 3-4 bar)

« Excessive water impurities (Salt deposition)

« If water hardness exceeds 100 TDS, we recommend the use of water softening
system.

« Improper care and installation.

Liability to replace the damaged part and not for the labor cost occurred in
replacement/ repair of old products.
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REGISTERED OFFICE

Jaaz Corporation Pvt. Ltd.

Behind Doggers Park, Opposite Veda Lawns,
Near Greenwood Antica, Ankodiya, Vadodara,
Gujarat, INDIA - 391330

FOR FURTHER SUPPORT
CALL US ON

+91 9408630765
WRITE TO US AT
support@jaaz.in

www.jaaz.in
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